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The accompanying CD/DVD contains a comprehensive manual as well as a video 

explaining the use of the Fotometer with many tips (both German). 
. 

The current version oft the complete manual can be downloaded at 
http://www.wasserpantscher.at in the download section (in German).�
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For most exact measurements please 
follow these recommendations: 
 

·  Before setting to zero  and before 
every measurement  put the light 
protection tube over the glass cuvette 
and only then set to zero or read the 
measurement value. 

·  Always store the water test kits cool, 
dry and well shut and protect from 
contamination. 

·  Follow instructions especially 
concerning the amounts of kit 
components exactly.  

·  Also strictly  adhere to any incubation 
times according to the test kit 
instructions (+/- 10 seconds or even 
less). 

 
Attention: Set to zero immediately prior to 
filling the cuvette with the test water! 
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1 

 
Connect the power supply (power pack or 
battery pack) to the Multifotometer. 

 
 
2 � Please buy a 9V battery for the circuit 

analyser, a battery is not part of the scope of 
delivery. 
Switch on the circuit analyser and set the dial 
to 2000mV (or 2000m), then connect to the 
Multifotometer. 
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3 

 
To this end insert the plugs from the circuit 
analyser into the red and black jacks on the 
Multifotometer. 

 
 
4 

 
Perform the water test following the 
instructions of the water test kit thoroughly 
and pay attention to exactly  adhere to 
incubation times.  

 
 
5 

 
Shortly before the end of (final) incubation 
time: 
Fill the cuvette with 5ml uncoloured test water 
(without the addition of test kit components!), 
put into the cuvette holder (hole) of the 
Multifotometer and set the display to zero 
using the dials “Grob” (Tuning) and “Fein” (fine 
tuning) on the Multifotometer. You need to 
perform this step shortly before  every  
measurement!   

 
6 

 
Remove and empty the cuvette, then fill it with 
the freshly prepared coloured or turbid test 
water after applying the water test kit and after 
waiting (incubating) for the recommended 
period of time according to the test kit 
instructions. Insert the cuvette into the cuvette 
holder (hole) of the Multifotometer. 

 
 
7 

 
Read the display on the circuit analyser (mV) 
and determine the result of the measurement 
using the enclosed tables or calibration 
curves.   
(Only the absolute value counts, e.g.  
- 40 equates to 40. If you swap the red and 
black jacks as described in step 3. you can 
change the polarity of the display.) 
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